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5-D Pro Audio
5-D Pro Audio is supported by 
High-Definition Audio 
Technology. 5-D Pro Audio 
transmits three different 
frequencies which are high, 
medium and low frequency.  
2-ways Full-Range speaker on 
the top will transmit high and 
medium frequency and individual 
1-way bass subwoofer / bass 
speaker located at the bottom 
will transmit low frequency.  
When those three frequencies 
transmit all together, it will 
deliver 3-ways enhance live 
sound as 5-D Pro Audio. 
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Dynamic Fusion Series are a new line of high performance 
speakers introduced by Better Music Builder using Dynamic 
Fusion Technology™ (DFT). The series consist of the following 
models: DFS-810 Beta (10-inch), DFS-812 Beta (12-inch), 
DFS-908 (8-inch), DFS-910 (10-inch), DFS-912 (12-inch) 
and DFS-915 (15-inch). Dynamic Fusion Series are high 

DYNAMIC FUSION SYSTEM FUNCTIONING

This Bass Powered 
Subwoofer connection 
panel are all the same 
in these models: 
DFS-112 SUB and 
DFS-115 SUB.
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performance speakers developed with the latest technology 
and perform with precise clarity and reliability. The versatility 
of these speakers and their attractive design are perfect for 
trendy spots such as karaoke bars, sports bars and night 
clubs. Because of their compact design, they can be easily 
mounted onto wall, ceiling and underneath the balcony.
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HOOK-UP DIAGRAM

Premium Banana Plug

Speaker Connection Terminal

Connecting with SPADE PLUG

Connecting with BARE WIRESConnecting with DOBULE BANANA PLUG

Connecting with BANANA PLUG
Steps
1. Untighten the cap.
2. Hook the wire with the 
    nob in the same color.
3. Tighten the cap.

Note:
Plug into red jacks only with the
red plugs or the plugs with red wire
or the wire with the postive sign.

Note:
Plug into red jacks only with the
red plugs or the plugs with red wire
or the wire with the postive sign.

Note:
Plug into red jacks only with the
red plugs or the plugs with red wire
or the wire with the postive sign.

Note:
Plug into red jacks only with the
red plugs or the plugs with red wire
or the wire with the postive sign.

Steps
1. Untighten the cap.
2. Hook the wire with the 
    nob in the same color.
3. Tighten the cap.

*Note: The back panel may be placed different on actual machines; Please turn off the power and unplug the equipment before 
           changingthe wiring configuration; Miss-connecting may damage equipments.


